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Input output port label:

INPUTVOL TAGE
AC220V

Terminals explaining :

1.LNis attemafing voltage input port. Voit ronge AC220V £ 15
2. Isground ferminal,connect to switch cover.Must be reliable connsct

fothe ground.
3.V+ ANDV-is switch negative and posifive output port,separately connect fo positive and negative switch port,

4.The ADJ can fine-tuning the oufput voltage of the switch power supply (It has been adjusted fo output 12V Before they
leave the factory)

Note:
1.Input voltis no more than specified voltage range.
2.locate ventilate and void rain place.

3.Must empty load fo fest before switch connect fo 220V, power single light show normal.4

4.ConnectV+AND V- into overload , please note posifive and negative correct way. While working has noise close power
supply and refurn fo factory to fix.Power supply must be landed in safety and Guarantee safe.



Parameter standard

Model: WJXP-0040-3.2A2 TechnologicData
Certificate
Based on: IEC61347-1; IEC61347-2-13
Ratedvoltage: AC100~240V
Tnput Frequency: 50~60Hz
Tnputpover (Loading) ; <59W
Outputcurrent(Loading) : DC3. 24
Outputvoltage(loading) : DC 12V+0. 3V
Output Short-circuits protect: output shorted 3 seconds, and will work
normally after separated.
Over loading: Protection
Input-Output AC 2.0KV/5mA  IMin
Toltageresistance

Input-Housing
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Non-function

External appearance

1. Thesurfacehasnodirtyvestige,
rowing the , the wreath oxygen,
transform

2.Power cable and the label paper to

should
3. The date print clear

vl Theproductlabelis rightclear neat,
have no folding line
0th Thether manualand otherrelated data
8L are well-found or not
ripple <120mVp-p (120Hz)
efficiency >71%
Toanelectricvoltage <10Vac
Protection grade IP25
Working Temperature -20C~+50°C




