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ELECTRIC HEATING CONTROLLER FOR DIN-RAIL MOUNTING, 3-PHASE, 
210...415 V, 40 A    

o  ont ol o  ele t i  eatin  oils o  adiato s  e ont olle s ulse t e ole load on/off and 
utilise ti e o o tional t ia  ont ol  uto ati  ont ol un tion ada tation   o  I ont ol  e 

ont olle s an also be set to be ont olled by an e te nal    si nal

Technical data
Supply voltage 3-phase, 210...255 / 380...415 V AC, automatic adaptation 

m ient tem erature 0…40 °C 
Mounting DIN-rail 
Dimensions (WxHxD) 195 x 220 x 95 mm 
Protection class IP20 

an Su ly air tem erature control    e
oom tem erature control    e  

I-time 6 min  e  
Pulse period 6...60 s 
Load 40 A 
Output 40 A, 3 x 400 V AC, 27 kW (3 x 230 V, 16 kW) 

Inputs
Setpoint 0...30 °C (the sensor determines the range) 
Sensor inputs wo  main an  ma min  limitin  sensors  sensor  
Control signal 0...10 V DC 

Article Description External 0...10 V DC control signal option
CTR40 lectric heatin  controller with tem erature control X 

  To control larger electrical loads, see the step controllers SC4 and SC6.

CTR40

ELECTRIC HEATING CONTROLLER FOR DIN-RAIL MOUNTING, 3-PHASE, 
210…415 V, 25 A

o  ont ol o  ele t i  eatin  oils o  adiato s  e ont olle s ulse t e ole load on/off and 
utilise ti e o o tional t ia  ont ol  uto ati  ont ol un tion ada tation   o  I ont ol  e 

ont olle s an also be set to be ont olled by an e te nal    si nal

Technical data
Supply voltage 3-phase, 210...255 / 380...415 V AC, automatic adaptation 

m ient tem erature 0…40 °C 
Mounting DIN-rail 
Dimensions (WxHxD) 195 x 200 x 95 mm 
Protection class IP20 

an Su ly air tem erature control    e
oom tem erature control    e  

I-time 6 min  e  
Pulse period 6...60 
Load 25 A 
Output 25 A, 3 x 400 V AC, 17 kW (3 x 230 V, 10 kW) 

Inputs
Setpoint 0...30 °C (the sensor determines the range)  
Sensor inputs 2, main and max./min. limiting sensors (NTC sensor). 
Control signal 0...10 V DC 

Article Description External 0...10 V DC control signal option
CTR25 lectric heatin  controller with tem erature control X 

 [item=rectangle; template=Bildram; filename=\\picbank\Pictures\Note_logo_ITK.eps; height=7; width=7; objectstyle=NoteImage; ]To control larger electrical loads, see the step controllers SC4 and SC6.

CTR25
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ELECTRIC HEATING CONTROLLER FOR DIN-RAIL MOUNTING, 3-PHASE,  
400 V, 80 A    

o  ont ol o  ele t i  eatin  oils o  adiato s  e ont olle s ulse t e ole load on/off and 
utilise ti e o o tional t ia  ont ol  uto ati  ont ol un tion ada tation   o  I ont ol  e 

ont olle s an also be set to be ont olled by an e te nal    si nal

Technical data
Supply voltage 3-phase, 400 V AC ±10% 

m ient tem erature 0…40 °C 
Mounting DIN-rail 
Dimensions (WxHxD) 195 x 220 x 105 mm 
Protection class IP20 

an Su ly air tem erature control    e
oom tem erature control    e  

I-time 6 min  e  
Pulse period 6...120 s 
Load 80 A 
Output 80 A, 3 x 400 V AC, 55 kW 

Inputs
Setpoint 0...30 °C (the sensor determines the range) 
Sensor inputs wo  main an  ma min  limitin  sensors  sensor  
Control signal 0...10 V DC 

Article Description External 0...10 V DC control signal option
CTR80 lectric heatin  controller with tem erature control X 

  To control larger electrical loads, see the step controllers SC4 and SC6.

CTR80


