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13. DAMPER ACTUATORS
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DAK24 2 0.5 25...35 24 Vac/dc • •

DAK24S 2 0.5 25...35 24 Vac/dc • • •

DAK230 2 0.5 25...35 230 Vac • •

DAK230S 2 0.5 25...35 230 Vac • • •

DMK24 2 0.5 80...110 24 Vac/dc 0...10

DAN24 4 1 35 24 Vac/dc • •

DAN24S 4 1 35 24 Vac/dc • • •

DAN230 4 1 35 230 Vac • •

DAN230S 4 1 35 230 Vac • • •

DMN24 4 1 35 24 Vac/dc 0 (2)...10

DAS24 8 2 30 24 Vac/dc • •

DAS24S 8 2 30 24 Vac/dc • • •

DAS230 8 2 30 230 Vac • •

DAS230S 8 2 30 230 Vac • • •

DMS24 8 2 30 24 Vac/dc 0(2)...10 0(4)...20

DMS24S 8 2 30 24 Vac/dc • 0(2)...10 0(4)...20

DMS230 8 2 30 230 Vac 0(2)...10

DMS230S 8 2 30 230 Vac • 0(2)...10

DA24 16 4 80 24 Vac/dc • •

DA24S 16 4 80 24 Vac/dc • • •

DA230 16 4 80 230 Vac • •

DA230S 16 4 80 230 Vac • • •

DM24 16 4 80 24 Vac/dc 0(2)...10 0(4)...20

DM24S 16 4 80 24 Vac/dc • 0(2)...10 0(4)...20

DM230 16 4 80 230 Vac 0(2)...10

DM230S 16 4 80 230 Vac • 0(2)...10

DAL24 24 6 125 24 Vac/dc • •

DAL24S 24 6 125 24 Vac/dc • • •

DAL230 24 6 125 230 Vac • •

DAL230S 24 6 125 230 Vac • • •

DML24 24 6 125 24 Vac/dc 0(2)...10 0(4)...20

DML24S 24 6 125 24 Vac/dc • 0(2)...10 0(4)...20

DML230 24 6 125 230 Vac 0(2)...10

DML230S 24 6 125 230 Vac • 0(2)...10

DAG24 32 8 160 24 Vac/dc • •

DAG24S 32 8 160 24 Vac/dc • • •

DAG230 32 8 160 230 Vac • •

DAG230S 32 8 160 230 Vac • • •

DMG24 32 8 240 24 Vac/dc 0(2)...10 0(4)...20

DMG24S 32 8 240 24 Vac/dc • 0(2)...10 0(4)...20
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